
2. Front derailleur wiring / Rear brake cable Instruction 

Shifting wire
Brake

For Electronic WiringTIP

For Mechanical CablingTIP

Front Derailleur cable
Rear Derailleur cable
Brake

Front derailleur cable

Rear derailleur cable

Rear brake cable

For Mechanical CablingTIP

Front derailleur wire to junction B

Rear derailleur wire to junction B

Junction A wire to junction B

Battery wire to junction B

For Electronic WiringTIP

1. VENOM SERIES PARTS LIST : 

Ref.# Qty. Req. Part Description
A 1 Headset

B 1 Mini clamp

C 1 calde guide (Black*2)

D 1 Seat clamp

E 1 Di2 Gromment

F 1 Compression

G 1 Hanger

H 1 Cable stop for rear shift

2017 VENOM SERIES 07/2016 Rev.1

More assembly info available : please use link below.
http://www.ceepo.com/techinfo/

Setp 1. Di2 wire Entry from Top tube.
Setp 2. Use Grommet.
Setp 3. Wire exit from downtube.

Put the Ceepo cable guide(Black) on the left 
opening for shifting wire



3.  Front derailleur wiring installation 

4.   Rear derailleur wiring installation 

Setp 1. Entry from seat tube.
Setp 2. Cable exit from the downtube.
Setp 3. Use grommet on the wire 
             after installation.

・ Grommet

Setp 1. Put grommet on the opening 
             of the frame that connects 
             front derailleur wire.

Setp 1. Mount the mini clamp on seatpost.
Setp 2. Before seatpost insert to setp 
             and put seat clamp inside.

5. Seatpost installation

6. CO2 adaptor installation

For Electronic WiringTIP

For Mechanical CablingTIP

Setp 1. Wire through chain stay.
IMPORTANT：Wire enter chain stay from BB side.

For Electronic WiringTIP

Setp 1. Put Ceepo cable Guide(Black) through 
             the opening on the rear chain stay.
Setp 2. Then connect the rear derailleur cable 
             onto Ceepo cable guide.

For Mechanical CablingTIP

Mini clamp

Seat clamp


